
FOR INFO

1/2

FOR INFO
20 kg ‘‘ DAUMER Dauplast PRO-FP50 Multipurpose Exterior and 
Interior Wall Cement Based Fiber Satin Plaster Mortar’’ is added 
intoapproximately 5.5 - 7.5 It of clean water and preferably mixed 
with a low speed mixer or trowel so thats no lumps remain. The 
prepared mortar is rested for 5 - 10 minutes for maturation and 
used again by mixing. The prepared mixture of product must 
be consumed within 2 hours.

MORTAR PREPARATION

Facade Satin Plaster 

DAUPLAST 
FP50

It is a cement based, polymer added, high performance, fiber 
reinforced, interior and exterior, thin polishing plaster mortar

DESCRIPTION

APPLICATION AREAS
Interior and exterior areas, as thing polishing coat, used on 
traditional and ready cement based plaster applications. It is 
plaster that can be applied on walls and ceilings on interior and 
exterior areas. Can be used as finishing coat or for decorative 
applications.

Provides a smooth surface for finishing coat.Easy and fast used
provides excellent adhesion. It is resistant to water and frost.
Not effected by temperature changes. It is flexible.Provides high
stability, does not sag and crack. Allows water vapor diffusion
The paint can be applied directly on it. It is a finishing coat 
material.

ADVANTAGES

The application surface should be solid and be cleaned from 
anti-stick materials such as, dust, oil, paint, silicone, curing 
material, detergent etc. During the application, the surface 
should be moistened by lightly wetting.

SURFACE PREPARATION

20 kg in kraft bags. It can be stored for 12 months on the pallet 
with 10-fold stacking in dry environments and intact package.

PACKAGING AND SHELF LIFE

1 - 1,7 kg/m² (varies according to the application method)
AMOUNT
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ATTENTION
Avoid application at temperatures below + 5°C and above + 35°C. 
Avoid application in areas that are frozen, at risk of freezing 
within 24 hours, or in areas exposed to direct sun and wind. 
After the application, make sure that there is no snowfall or 
severe cold until cement setting (about 1 week). Never add 
powder and water to the mortar which has expired. Be careful 
not to use plates that have lost their properties by staying in 
the sun for a long time

As with all chemical products, contact with food, skin, eyes and 
mouth should be avoided during usage and storing. Consult a 
doctor, if swallowed by accident. In case of contact with skin, 
rinse with plenty of water.

HEALTH AND SAFETY

TECHNICAL SPECIFICATIONS

Appearance
Powder Density
Water Mixing Rate
Resting Time
Pot Life
Application Temperature
Bending Strenght
Compressive Strength
Service Temperature

White colored powder
1,35 kg/lt
5,5 - 7,5 L water / 20 kg powder
5 - 10 min.
~ 2 hours
Between +5°C and +35°C 
> 1,5 N/mm² (EN 196-1)
> 5 N/mm² (EN 12190)
-20°C / +70°C
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Defects and cracks on the surface should be repaired at least 
one day before. The application can be made by hand or with 
machine. If the water ration is changes in the mixture, changes 
will occur in the density of the product and the hardening time. 
After this process, when the plaster hardens sufficiently, the 
plaster surface is trifilled and the surface is finished with 
a damp sponge. To prevent the plaster from cracking, it is 
recommended to moisten the surface before each application. 
For the painting process, it is necessary to wait 2-3 days, 
depending on the weather conditions and the thickness of the 
application. If the air temperature is high after application is 
complated, moisten the surface until cement setting.

APPLICATION


